[image: A screenshot of the Hach Nitrate and Nitrite Test Strips Webpage. The page can be found here: https://www.hach.com/nitrate-and-nitrite-test-strips/product-details?id=7640211606
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LOT# 2842A
Expiration Date: 2020/12






[image: A screenshot of the Hach Ammonia (Nitrogen) Test Strips Webpage. The page can be found here: https://www.hach.com/ammonia-nitrogen-test-strips-0-6-0-mg-l/product?id=7640211610]

	LOT# 2843A
	Expiration Date: 2021/04






[image: A screenshot of the Hach Total Chlorine Color Disc Text Kit, Model CN-66T Webpage. The page can be found here: 
https://www.hach.com/total-chlorine-color-disc-test-kit-model-cn-66t/product?id=7640219521]
	LOT# 2841A
	Expiration Date: Apr-24 (original packets)


[image: A screenshot of the Hach Phosphorous (reactive and Total) TNTplus Vial Test, LR (0.15-4.50 mg/L PO4), 25 Tests Webpage.
The page can be found here: 
https://www.hach.com/phosphorus-reactive-and-total-tntplus-vial-test-lr-0-15-4-50-mg-l-po-25-tests/product?id=7640196815]
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[image: Digestion Required: Yes for Total
EPA compliant: Yes
Instrument:
DR3900, DR6000, DR1900, DR2800, DR3800, DR5000
Method: 10209
Method Name: EPA 365.1
Number of tests: 25
Parameter: Phosphorus, Acid Hydrolyzable, Phosphorus, Reactive (Ortho), Phosphorus, Total
Platform : TNT plus™
Range: 0.05 - 1.5 mg/L PO₄-P
(1.5 mg/L-4.5 mg/L PO₄
Shelf Life: 23 months from production date
Truecal: Yes]

	LOT# 2844A
	Expiration Date: 3/28/21












[image: A screenshot of the Hach Pocket Pro Salinity Tester Webpage.
The page can be found here: 
https://www.hach.com/pocket-pro-salinity-tester/product?id=17990686208] 

LOT# 2847A
[image: A screenshot of the Hach Singlet Single-use Conductivity Standard Solution, 18.22 mS/cm, KCl, 20 mL Webpage.
The page can be found here: 
https://www.hach.com/singlet-single-use-conductivity-standard-solution-12-88-ms-cm-kcl-20-ml/product?id=16185050304]

	Expiration Date: 24 month shelf life, discard after use
	


[image: A screenshot of the Sper Scientific Direct Large Display pH Pens- 850050,51,52 Webpage.
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The page can be found here: https://www.weberscientific.com/waterproof-large-display-ph-pen-sper-scientific][image: A screenshot of the Sper Scientific Direct Large Display pH Pens- 850050,51,52 Webpage.
The page can be found here: https://www.weberscientific.com/waterproof-large-display-ph-pen-sper-scientific]
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LOT #2753A	



[image: A picture of the Whirl-Pak Standard Bags][image: A screenshot of the WHIRL-PAK® Standard Bags - 7 oz. (207 ml) - Box of 500 Product number: B00992]

[image: A screenshot of the specifics of the Whirl-Pak Bags:
7-oz. (207 ml), 3¾” W x 7” L (9.5 x 18 cm).
Film Thickness: 3 mils (.076 mils).
Box of 500.]			


	LOT# 1791A





















[image: A screenshot of the Hach HQ40D Portable Multi Meter pH, Conductivity, Salinity, TDS, Dissolved Oxygen (DO), ORP and ISE For Water Webpage.
The page can be found here: 

https://www.hach.com/hq40d-portable-multi-meter-ph-conductivity-salinity-tds-dissolved-oxygen-do-orp-and-ise-for-water/product?id=7640501639
]
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https://www.hach.com/hq40d-portable-multi-meter-ph-conductivity-salinity-tds-dissolved-oxygen-do-orp-and-ise-for-water/product?id=7640501639
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[image: A screenshot of the Hach IntelliCAL LDO101 Field Luminescent/Optical Dissolved Oxygen (DO) Sensor, 5 m Cable Webpage.
The page can be found here: https://www.hach.com/intellical-ldo101-field-luminescent-optical-dissolved-oxygen-do-sensor-5-m-cable/product?id=7640489865
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Pocket Pro Salinity Tester

Product #: 9531600

USD Price: 59250
Available

Take The Guesswork Out of Your Measurements.

Hach Pocket Pro and Pro- deliver accurate results with built in diagnostics, replaceable batteries, and a large

Confidence in results

Easy calibration steps take the guessswork out of calibrating the st keep it in optimum condition.

Save time and money

Easy to replace AAA batteries and convenient sample cup make maintenance and measurements simple

Ease of use

The large LCD screen is easy to read; backlighting is included on Pocket Pro+ models, allowing measurement in almost any lighting

environment

Specifications

Battery Requirements:
IP Rating;

Manual Language

Operating Temperature Range:
Parameter

Range:
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]
o
2

4,888
1267

English, French, German, Ialian,
0-50°C

Saliniy, Temp

0101000 ppt
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7mL
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Singlet™ Single-use Conductivity Standard Solution, 12.88
mS/cm, KCI, 20 mL.

Product #: 2771520

USD Price: 54979
Available

Singlet™ Solution Packs
Conductivity Standard Solution. ches of 12.88 uS/cm =10% at 25 °C. Potassium Chloride (KCI). Ready for

Ideal for on-site analyses
ealed pouches are e rt - no risk of spillage.

Easy to Use
Just open the pouch and insert the electrode.

Fresh and reliable
Foil pouches prevent contamination and air exposure.

Design for use with Hach meters portfolio and other meters.
The basis for accurate Conductivity measurements is good care and calibratior

Specifications

Concentration: 12.88 mS/em at 25°C 210% a1 25°C
Conductivity calibration solution
Ka

Package Type: glet
Parameter: Conductivity

Quantity

Shel Life:

pecial Remark Discard solution after use
torage Conditions: 10-25 °C (protect from light)
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Home > Water Quality > pH/ ORP

Large Display pH Pens -
850050,51,52

Price: $42.00

Order more, save more!

@ Instock

1 Year Warranty, CE, RoHS, Waterproof

850050~ pH Pen $4200
850051 ATC pH Pen $5200 O
850052 - ATC0.01 pH Pen $9a00 (O

ADD TO CART

Description ~ Specs  Standards ~ Comparisons  Video  Accessories  Reviews

Description
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Instruction Manual g%

Easy to carry, simple to operate and sufficient for most field pH tests Product Brochure ¥,
Highly stable and accurate readings with a large LCD display. Designed for simple one-hand operation. Automatically calibrates to pH 4, 7, 10 buffers and can
be adjusted to recognize non-standard buffers as well. These pH pens offer unbeatable solutions for applications such as waste-water, surface water,
aquaculture, hydroponics, pools, and education. They each feature hold function, and auto power off with low battery indicator. The cases are IP65 waterproof,
and will float if accidentally dropped into the water. They come with 4 button-cell batteries and a built-in electrode kept moist with a protective cap.

850050 - Large Display pH Pen Has a Range of 2 to 12 with an Accuracy of 0.3 pH and is the perfect instrument for economical spot sampling of pH.

850051 - Large Display ATC pH Pen Has a Range of 0 to 14 with an Accuracy of 0.2 pH and is the right instrument for spot sampling of pH and temperature.
Displays temperature in both °C and °F.

850052 - Large Display ATC 0.01 pH Pen Has a Range of O to 14 with an Accuracy of £0.05 pH and is the ideal instrument when you need laboratory accuracy
in the field for sampling of pH and temperature. Displays temperature in both °C and °F.

Dimensions: 6%" x 13" x 13" (165 x 38 x 38 mm)
Weight: 2.3 02 (65 8)
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Large Display pH Pens -

Video  Accessories  Reviews 850050,51,52

Specifications

Large Displa
Product: foivuiaid
$38.00
Range: 2t012
Resolution: 01
Accuracy: +0.3pH
Auto 3 pt Calibratio 3pt
Waterproof: v
Indicates Low Battery: v
Auto Power Off: v
Auto Buffer Recognition: v
Hold: v
Auto Temp Compensation:
°C &°F Display:

Special Features:

Large Display ATC
850051

$46.00

Oto14
01

+0.2pH
3pt
v
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<

Floats

Large Display ATC 0.01
850052

$85.00
Oto14
001
+0,05 pH
3pt
v
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S s Whirl-Pak® Standard Bags - 7 oz. (207 ml) - Box of 500

Product Number: B00992

_ VeYrYrYsvs () | Write aReview

$67.85

Discount Quote Number: Apply Quote

\§

Add to Cart Add to list

7 oz. (207 mi) capacity
3-3/4in.Wx7in.L (95 x 18 cm)
3.0 mil (076 mm) thick

Box of 500

Capacity is measured in fluid ounces when the bag is closed and tab is folded over three times.
Volume and dimensions are approximate, bags should not be used at temperatures above 180°
F (82° C). Bags can be frozen to any temperature, even liquid nitrogen - careful handling
required after freezing. All bags are sterilized after manufacturing,

Click here for size comparison and additional bags.
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MCO ArtSupplies&  sTEAM Education ~ Fam&Ranch  Healthcare  WhirlPak poshior Clearance Trending Q
AK. Mo WHIRL-PAK.  ixoWHIR e
$67.85
Discount Quote Number: Apply Quote

\§

Add to Cart Add to list

7 oz. (207 mi) capacity
3-3/4in.Wx7in.L (95 x 18 cm)
3.0 mil (076 mm) thick

Box of 500

Capacity is measured in fluid ounces when the bag is closed and tab is folded over three times.
Volume and dimensions are approximate, bags should not be used at temperatures above 180°
F (82° C). Bags can be frozen to any temperature, even liquid nitrogen - careful handling
required after freezing. All bags are sterilized after manufacturing,

Click here for size comparison and additional bags.
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Be Right™

HQ40D Portable Multi Meter pH, Conductivity, Salinity,
TDS, Dissolved Oxygen (DO), ORP and ISE For Water

Product#: 'HQUODS3000000
51,145

The HQD portable metes or ot
20 operting environment fo water qualit,emvionmmentl nd restment

1 time. I thei Ruges
Rugged mult meter for outstanding and flexible field ater estin.
Dl inpt channels for fexible messurement ithost the nee for mulile instrmmenss, for H, Condi

Solids (DS), Opecal D Oxygen Demand (BOD), Gidation Redi
connectto any nsllical™ sart

il stbilzaion slrs e vissl messemment
S e ——

“Trust your measurements - Intelical™ smart probes store all calibrations in th probe
Calbraton s 2 sy change out of probes without

sscesils. Exvr e O tration orreplacing the elctolyte.
Easy to Usen the Feld
Al connecions betseenthe rste and the probe are secure and watrpeoot. Connec quick

Information s clerly cisplayed o the on screen it back ight fo ow ight conditons Display esls can be enlarged.

Designed for demanding field operating conditions
Ragsed and waterroof meter desig provides wory-fes, elsble operation n s

Specifications
ower Adapter and USBIDC Adaper
orapensaton of DO when using an LDO cr LBOD probe
Demal (1D/ .10 001D
Molar (01 001MD.001M);

N S/ L000Sicm; 16mSlcm);
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Be Right™

Intellical™ LDO101 Field Luminescent/Optical Dissolved
Oxygen (DO) Sensor, 5 m Cable

Product #: LDO10105

USD Price: 583700
Ships within 3 day

Luminescence-based LDO technology - no replacement of electrolyte, no interference by deposits or H,S

Intellical™ LDO101 i a digital, luminescentioptical dissolved oxygen (LDO) probe. This Rugged DO sensor version is bullt with astainl
steel body ensuring suficient welght to the probe for an easy outside handling, the sensing part i protec oud, and the connection
is ensured by strong and visible yellow coloured cable onto which you can clip depth markers (optional accessories), making the LDO
rugged models specially designed for field use. LDO101 Rugged is available with a5, 10, 15, or 30 meters cable. The LDOIOL is fte

- oxygen n all type of external
environment such as tiver, surface and ground water, ponds, lak siater plant, source wwate, drinking water reservoir for water
quality, environmenta and freatment process purposes.

Hach Intellical™ LDO is a revolutionary breakthrough in the measurement o dissolved oxygen, eliminating the numerous reliability
‘and maintenance concerns inherent of older DO measurement technologie

“The Intellical™ LDO optical dissolved oxygen probe has no membranes to clean or replace, 2o lectrolyte solution to replenish, and reduces
calibraton frequency. Trusted for dissolved oxygen measurement by thousands of faciliies around the world.

Intelical™ Rugged digital probes can reliably test in the harshest environmental conditions
Stainless steel body, polymer sensor shroud, and reinforced,steel.sheathed cables protect the probe for measurement anywhere in the field

Intellical™ digital probes provide ultimate traceability in measurement history
Stored time and date stamp for each measurement, operator and sample D, calibation history, parameter, and probe serial number.

Intelical™ digital probes alert the user when re-calibration is needed
No guesswork needed to provide the most reliable and accurate resuls ith each measurement.

Intelical™ digital probes can be moved between meters vithout the need to re-calibrate or re-enter measurement settings
Ideal for a mulfi-user environment svith mulfiple HQD series Laboratory and Portable mete

Specifications
Acaracy: 202 mg/L for grecter than 8 mg/L
Ceble Lengt Sm (1640 )

Dimensions (DxL) 45 mmx 223 mm 8

Lmbar (1 kPa)
Rugged
0.05-200mgL
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Lmbar (1 kPa)
Rugged
005-200mgL

1-200% saturation
00101 (5 digits max)
10mm (03941n)

01%
Sensor material: Polycarbanate / ABS / Stainless
x Type: Lumiphore
Temperature Ac (:034°F)
Temperature Range:

aTC

IP67, waterproof for 24 hours at a depth of 30 mete
08kg

‘What's in the box?

Intelical LDO101 Rugged Luminescent Dissolved Oxygen (LDO) probe, 5 m cable, protective shroud kit, DO cap with iButton (already
‘mounted) Test certfcate, and Basic User Manual

(o]
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Be Right™

Nitrate and Nitrite Test Strips

Product #: 2745425

USD Price: 52309
Available

Excessive amounts of nitrate or nitrite in water can cause infant death, adult illness, and can produce spontaneous abortion in cows. Some wells
contain highlevels of nitrate. When water contains high nitrate levels, nirites e often present in low concentration. Contains 25 tests.

‘Easy to use, disposable, and inexpensive

A great way to obtain quick, quantitative answers in the field or in the lab.

Specifications

Footnoe: *mg/L unless otherwise noted, ppb = gL, ppm = mg/L.; gpg = grains per gallon; 1 gpg = 17.1
mglL or 17.1 ppm.

Model Test Strips

Parameter: Ninate and Niite

Platform Test Strip

Range: Nitrate 0 - 50 mg/L NOyN

Range 2 Nitite 0 - 3.0 mg/L NO,-N.

Smallest Increment: Nigite: 0,0.15,03,1, 15, 3mg/L,

‘Smallest Increment Steps Nitate: 0,1, 2,5, 10, 20, 50 mg/L
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Be Right™

~ Ammonia (Nitrogen) Test Strips, 0-6.0 mg/L

Product # 2755325

USD Price: 52479
Available

Suitable for both lab and field testing, Hach Test Strips are easy to use and easy to read. Ammonia (Nitrogen) is a product of microbiological
decay of plant and animal protein. Its presence in raw surface waters usually indicates domestic or agricultural pollution. Above certain levels,
it is toxic to fish. Contains 25 tests,

Easy to use, disposable, and inexpensive

A great way to obtain quick, quantitative answers in the field or in the lab

Specifications

Footnote: *mg/L unless otherwise noted, ppb = pg/L, ppm = mg/L.; gpg = grains per gallon; 1 gpg = 17.1
mg/Lor

Model:

Number of tests:

Parameter:

Platform :

Range

Ship We. (Ibs):

Smallest Increment Steps: 05,1.0,3.0,6.0 ppm
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Total Chlorine Color Disc Test Kit, Model CN-66T

Product #: w0z

USD Price: $6385
Available

One of Hach's most popular test kis, it uses poseder DPD reagent thatreacts vith chlorine more quickly than tabletform DD, giving more
accurate sesults. Povwder DPD also his a considerable advantage over orthotolidine, a hazardous substance sometimes used as
reagent. The simple, or disc method is the most accurate visual test kit method.

*This product has not been evaluated totest for chlorine and chloramines in medical applications in the United Stats.
One of Hach's most popular test kits
Easy to use color disc method.

Quickly and accurately measure total chlorine levels in the field orin the lab,

Foomote:

Method Name:
Model:
Number of te
Parameter:

Platform

Includes one reagent,color disc, tube, stopper, color comparator bos, nstruction sheet, and carying
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Phosphorus (Reactive and Total) TNTplus Vi
(0.15-4.50 mg/L PO4), 25 Tests

TNT843 A\ Hazardous

$58.5;
Ships within 1 week Ttems with this mark may be considered
= hazardous under some shipping conditions.

 — -
|

If necessary, we will change your selected
shipping method to accomodate these itemms.

Expert Low Range Phosphorus test made simple.

Phosphorus TNTplus® chemistry and your Hach spectrophotometer are engineered to simplify water analysis for accurate results, every time.

For determination of Reactive (ortho) and Total Phosphorus (phosphate) in wastewater, drinking water, boiler swater, surface water and process
water, TNTplus® phosphorus reagents can provide an Orthophosphate or Total Phosphorus result.

Ascorbic Acid Method is Equivalent to EPA 365.1.

Phosphorus TNTplus® chemistry allows you to test for reactive or total phosphorus with each vial. Follow the easy to navigate procedure
printed on the lid of the box and then insert the TNTplus® vial into your Hach spectrophotometer for an immediate result. Measurments are
reported in the low range of 0.15 - 4.50 mg/L as PO4. If you are required to digest your phosphorus sample, performing this step in the s
vial eliminates loss to evaporation and allows up to 30 simultaneous digestions depending on which DRB200 Reactor Block you are using.

Phosphates present in organic and condensed inorganic forms (meta-, pyro- or other polyphosphates) are first converted to reactive
orthophosphate in the total phosphorus procedure, Treatment of the sample with acid and heat provides the conditions for hydrolysis of the
condensed inorganic forms. Organic phosphates are also converted to orthophosphates in the total phosphorus procedure by heating with acid
and persulfate. The reactive phosphorus procedure measures only the reactive (ortho) phosphorus present in the sample.

Easy and safe handling
‘The innovative vial and reagent delivery makes tests easier to use than powder pillows or liquid reagents and significantly reduces spillage or
contamination risk.
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and persulfate. The reactive phosphorus procedure measures only th reactive (0rcho) phosphorus present in the sample.

Easy and safe handling
‘The innovative vial and reagent delivery makes tests easier to use than powder pillows or liquid reagents and significantly reduces spillage or
contamination risk.

No reagent blank necessary
‘The high quality of TNTplus vials, tight reagent production controls, instrument calibration verification, and high instrument stability all
‘combine to eliminate the need to run reagent blanks—saving you time and money!

Lot after lot - Be Right

‘Truecal™ with each vial includes the calibration data for each individual lot, reducing variation in results. This allows you to meet
standards and to perform proficiency testing with higher confidence.

Automatic method detection
New 2D barcode details batch number and expiry date of reagents, which are documented along with the measurement result. An automatic
warning is isstied if expiry date has passed. Certificate of Analysis (COA) is available on RFID tag on the box.

Documented shelf life and COA
‘The 2D barcode details batch number and expiry date of reagents, which are documented along with the measurement result. An automat
warning is isstied if expiry date has passed. Lot specific information (COA) is available on RFID tag on the box.

Specifications
Digestion Require

EPA compliant

Instrument: , DR3800, DR5000
Method:

Method Name: EPA365.1

Number of tests: 2

Parameter: Phosphorus, Acid Hydrolyzable

Phosphorus, Reactive (Ortho)

Phosphorus, Total

TNT plus™
0.05-1.5 mg/L POP

(0.15- 45 mg/L PO,)
23 months from production dat
Ye
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Documented shelf life and COA

‘The 2D barcode details batch number and expiry date of reagents, which are documented along with the measurement result. An automatic
sued if expiry date has passed. Lot specific information (COA) is available on RFID tag on the box.

Specifications
Digestion Required: Yes for Total

EPA compliant Yes

Instrument: DR3900, DR6000, DR1500, DR2800, DR3800, DRS000
Method: 10209

Method Name: EPA365.1

Number of tests: 2

Parameter: Phosphorus, Acid Hydrolyzable

Phosphorus, Reactive (Ortho)
Phosphorus, Total
TNT plus™

.05 - 1.5 mg/L POs-P
(0.15- 45 mg/L PO,)

23 months from production date
Yes

Required Accessories
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